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CLEAT ASSEMBLY EXPLODED VIEW
 P/N 511-05361-00

NO. PART NO. QTY. DESCRIPTION

510-34401-001 CLEAT, DOCK 12" GLOW1

ANGLE, DOCK CLEAT - 5"002-02533-002 1

NUT, NYLOCK 3/8-16 ALUMINUM001-76071-003 4

FLATWASHER, 3/8" SAE ss 18-8001-71017-004 6

HHCS,1/2-13 X 3 1/4" 18-8 ss001-70216-005 2

HHCS, 3/8-16 X 1 1/4" 18-8 ss001-70107-006 2

HHCS, 3/8-16 X 1" 18-8 ss001-70105-007 2

STEP 1

Attach the Cleat to the 4" angle bracket using 1/2" x

3 1/4" bolts and nylock nuts.  Torque to 25 ft/lbs.

See Fig 1.
Fig. 1 Fig. 2

STEP 2

Insert (2) 3/8" nylock nuts and (2) flatwashers into

each of the nut tracks through the holes provided

and adjust to the approximate desired position.  See

Fig 2.

STEP 3

Insert (2) 3/8" x 1 1/4" bolts in the top holes and (2)

3/8 x 1" bolts in the bottom holes of the angle

bracket, align the bolts with the corresponding  nylock

nuts and flatwashers previously installed. Adjust to the

desired location.  Torque to 40 ft/lbs. See Fig 3 Fig. 3

3/8 x 1" Bolt

3/8 x 1 1/4" Bolt

3/8 Nylock Nut

3/8 Flatwasher

1/2-13 x 3 1/4" Bolt

Cleat

Angle Bracket

1/2" Jam Nut
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