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Manufactured by:
Floe International, Inc.
48473 State Hwy. 65
McGregor, MN 55760
www.floeintl.com

Tools Required:

- 7/16" Wrenches or sockets
- 3/4" Wrench or socket
- Knife

(1) Attachment Arm (Left)
P/N 111-00254-00

(1) Attachment Arm (Right)
P/N 111-00255-00

(4) 1/4" x 3/4" ss Bolts
P/N 001-70003-00

(4) 1/2" x 1 1/4" ss Bolts
P/N 001-70207-00

(4) 1/2" ss Flat Washers
P/N 001-71021-00

(4) 1/2" Alum. Nylock Nuts
P/N 001-76072-00

(4) 1/4" Alum. Nylock Nuts
P/N 001-75001-00

(1) 24 Volt Solar Panel
P/N 011-00900-00

3' Double Side Velcro
P/N 014-02310-00

(4) 1/4" ss Flat Washers
P/N 001-71013-00

http://www.floeintl.com
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Pull cap off the end of the canopy rail that is nearest the drive train 
box and slide (4) 1/2" x 1 1/4" bolts into canopy rail track.  Slide 
cap back over canopy rail.

2.

Fig. 1

Assemble the solar panel to the attachment arms using (4) 1/4" x 
3/4" bolts, flat washers, and nuts.  Tighten lock nuts just enough to 
snug solar panel to attachment arms.  Use caution not to 
overtighten or crush solar panel.  Note that the angles should 
point towards each other and be flush with the outside of the solar 
panel.  See Fig. 1.

1.

3. Attach the solar panel attachment arms to the canopy 
rail using the 1/2" x 1 1/4" bolts installed in step 2 
and 1/2" nylock nuts and flat washers as shown in 
Fig. 2.  Attachment arms should be attached so they 
are equally spaced and parallel to each other.  The 
distance from inside to inside of the attachment arm 
tubes should be approximately 18 3/16" as shown in 
Fig. 2.  Torque to 40 ft/ lbs.

Fig. 2
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4. Run the solar panel wire down the attachment 
arm nearest the drive train box and then along 
the bottom side of the canopy rail and down 
the canopy rail insert to the battery tray.  Cut 
the 1/2" Velcro to lengths needed to secure the 
wire to the attachment arms and canopy rail.  
Place the battery in the battery box and set on 
the battery tray.  See Fig. 3.

Connect the solar panel to the battery as shown in Fig. 4.  The 
smooth wire with red tape connects to the positive post of the first 
battery and the grooved wire connects to the negative post of the 
second battery.  Strap the battery box cover to the battery box.

5.

1/2" Velcro

Battery box

Battery tray

Fig. 3

Fig. 412 Volt battery

Battery box cover

Canopy rail insert

Solar panel
wire

Drive train box

12 Volt Battery # 212 Volt Battery # 1

Solar panel

Gray quick connect

Blue quick connect

Smooth wire

Grooved wire

Red tape

Black

Battery box cover

To drive train

Issue: 2/19/04
Instruction P/N 611-01320-00


