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FLOE FREE STANDING CANOPY FRAME  
P/N 512-50099-00  
ASSEMBLY INSTRUCTIONS 

©Manufactured by:  
    Floe International Inc. 
    48473 State Hwy. 65 
    McGregor, MN 55362 
    www.floeintl.com 

Instruction P/N 612-50099-00  
Issued 5/5/22 

TOOLS REQUIRED 
-(2) ¾” SOCKETS/ WRENCHES 
-TORQUE WRENCH 

WARNING!!! 
FREE STANDING 

CANOPIES MUST BE 
INSTALLED WITH AN 

ANCHORING SYSTEM. 
FAILURE TO USE AN 

ANCHORING SYSTEM 
MAY RESULT IN DAMAGE 

TO FRAME, BOAT, 
AND/OR ACCESSORIES 
DUE TO A POSSIBLE TIP 

OVER. 
 

IMPORTANT 
IF A WHEEL KIT IS 

INSTALLED ON A FREE 
STANDING CANOPY, THE 

WHEELS MUST BE 
DRILLED. 
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TIPS 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 Torque nuts to specification, not bolts. 
 Place parts and fasteners in designated locations prior to each step. 
 Before tightening fasteners to specified torque, ensure that the lift is square. 
 Measure from corner to corner (A to C/B to D) to verify that the lift is square. 
 Measure distance between corner posts (A to B, B to C, C to D, A to D) above frame beam and at 

the top of the corner post to verify that the lift is square. 
 Use a marker to denote fasteners which have been tightened to the specified torque. 
 Read instructions and understand them before attempting assembly. 



3 
 

Bag Contents (001-50099-00) 

Step Part Numbers QTY Descriptions Torque 

 

001-70210-00 
001-70215-00 
001-70217-00 
001-71023-00 
001-76072-00 

8 
8 
8 

48 
24 

HHCS, 1/2-13 x 1 3/4” ss 18-8 
HHCS, 1/2-13 x 3” ss 18-8 
HHCS, 1/2-13 x 3 1/2” ss 18-8 
FLAT WASHER, .5 ID x .875 OD ss 
NUT, NYLOCK 1/2-13 ALUM. 

DO NOT 
TORQUE UNTIL 

STEP 2 
 

45 FT-LBS 

 

001-70218-00 
001-76072-00 

4 
4 

HHCS, 1/2-13 x 3 3/4” 18-8 ss 
NUT, NYLOCK ½-13 ALUM. 

 
 25 FT-LBS 

 

001-70207-00 
001-71021-00 
001-76072-00 

1 
1 
1 

HHCS, 1/2-13 x 1 1/4” ss 18-8 
FLAT WASHER, ½” 18-8 ss 
NUT, NYLOCK ½-13 ALUM. 

 
 

60 FT-LBS 
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STEP 1 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 ATTACH FRONT/REAR FRAME BEAMS TO OUTER CLAMPS 
USING (2) ½” x 3” BOLTS, (2) ½” x 1 ¾” BOLTS, (8) ½” 
WASHERS, AND (4) ½” NYLOCK NUTS PER CORNER (FIGURE 
1.1). 
 

 ATTACH SIDE FRAME BEAMS TO INNER AND OUTER CLAMPS 
USING (2) ½” x 3 ½” BOLTS, (4) ½” WASHERS, AND (2) ½” 
NYLOCK NUTS PER CORNER (FIGURE 1.2). 
 

 DO NOT TORQUE FASTENERS UNTIL STEP 2. 
 

 NOTE ORIENTATION OF FRAME BEAMS (FIGURE 1.3) 
 
  FIGURE 1.1 

 

 FIGURE 1.2 
 

 FIGURE 1.3 

 FRONT/REAR 
 

 FRONT/REAR 
 



5 
 

STEP 2 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 INSERT EACH CORNER POST INTO A CORNER OF 
THE FRAME ASSEMBLY (FIGURE 2.1).  
 
NOTE THAT CARRIAGE BOLT HEADS FACE INSIDE OF 
CANOPY STAND (FIGURE 2.2) AND WATER DEPTH 
STICKERS FACE OUTSIDE OF CANOPY STAND 
(FIGURE 2.3). 
 

 FIGURE 2.1 

 FIGURE 2.2  FIGURE 2.3 
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STEP 2 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 BUTT CORNER POST TAB TO FRAME BEAM CLAMP 
(FIGURE 2.4). 
 

 INSERT A SAND PAD ONTO THE BOTTOM OF EACH 
CORNER POST (FIGURE 2.5) AND ATTACH USING (1) 
½” x 3 ¾” BOLT AND (1) ½” NYLOCK NUT PER 
CORNER POST (FIGURE 2.6). 

 

 FIGURE 2.4 

 FIGURE 2.5  FIGURE 2.6 
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FRAME BEAM CLAMP TORQUE SEQUENCE  

NOTE 
FRAME BEAM CLAMPS NEED TO BE TIGHTENED 
IN THE PROPER SEQUENCE.  
 
EACH CORNER IS SHOWN ON THE NEXT PAGE 
WITH THE SEQUENCE OF WHICH ORDER THE 
BOLTS SHOULD BE TORQUED.  
 
FRAME MUST BE SQUARE BEFORE ANY BOLTS 
ARE TORQUED. 
 
BOTH BOLTS IN THE SHOWN ORDER ARE 
TORQUED.  
 
IF BOLTS ARE NOT TIGHTENED IN PROPER 
TORQUE SEQUENCES, FRAME BEAM CLAMPS 
WILL BE SEATED POORLY.  
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STEP 2 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 

 

 TORQUE NUTS ON SAND PAD TO 25 FT-LBS (FIGURE 2.7) 
 

  TORQUE ALL ½” NUTS ON FRAME BEAM CLAMPS TO 45 FT-
LBS (FIGURE 2.8 & 2.9). 

 FIGURE 2.7 

 FIGURE 2.9  FIGURE 2.8 
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STEP 3 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 ATTACH INSERT TO CORNER POST “B” USING (1) ½-13 x 1 ¼” 
BOLT, (1) ½” WASHER, AND (1) ½” NYLOCK NUT (FIGURE 
3.1). 
 

 INSERT BOLT AND WASHER INTO CORNER POST (FIGURE 3.2). 
 

 SLIDE INSERT INTO CORNER POST (FIGURE 3.3). 

 FIGURE 3.2 

 FIGURE 3.1 



11 
 

STEP 3 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 FIGURE 3.3 

 SLIDE INSERT INTO CORNER POST (FIGURE 3.3). 
 

 PLACE NUT ON BOLT AND TORQUE TO 60 FT-LBS (FIGURE 
3.4). 

 

 FIGURE 3.4 
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NO. PART NUMBER DESCRIPTION QUANTITY 

1 001-26911-00 
 

Pin, Dowel 3/16" x 7/8" 
4 

2 001-26969-00 
 

Pin, Groove 5/32"x 1.125" Zinc 
4 

3 001-70207-00 
 

HHCS, 1/2-13 x 1 1/4" 18-8 ss 
1 

4 001-70210-00 
 

HHCS, 1/2-13 x 1 3/4" 18-8 ss 
8 

5 001-70215-00 
 

HHCS, 1/2-13 x 3" 18-8 ss 
8 

6 001-70217-00 
 

HHCS, 1/2-13 x 3 1/2" 18-8 ss 
8 

7 001-70218-00 
 

HHCS, 1/2-13 x 3 3/4" 18-8 ss 
4 

8 001-70861-00 
 

Nut, Nylock 5/16-18 - alum 
8 

9 001-71021-00 
 

FLAT WASHER, 1/2" 18-8 SS 
9 

10 001-71023-00 
 

Flat Washer, .5 IDx.875 OD ss 
48 

11 001-71024-00 
 

Flat Washer, 5/8"x1.25"x.060 SS 
16 

12 001-74402-00 
 

CB, 5/16-18 x 3 1/2 ss 18-8 
8 

13 001-76069-00 
 

Flat Washer, 5/8 (Lift)Nylon 
8 

14 001-76072-00 
 

NUT, NYLOCK 1/2-13 ALUM. 
29 

15 002-00003-01 
 

Clamp, Lower Frame Outer - 5" 
4 

16 002-00005-02 
 

Clamp, Frame Inner – 4.692" Ext. Version 
4 

17 002-00038-01 
 

Beam, Side Frame - 143.938" 
2 

18 002-00187-00 
 

Beam, Lift Frame.090 - 121.0" 
2 

19 002-00235-00 
 

Post, Corner .090" Wall - 89.5" 
4 

20 002-04314-00 
 

Bracket, Level Leg - 2.563" 
4 

21 007-05023-00 
 

Bevel Gear, Top 1:1 
4 

22 007-05079-00 
 

Screw, Bevel Gear Adjustment 
4 

23 007-15024-00 
 

Bevel Gear, Bottom (Fab) 
4 

24 111-00000-00 
 

Sand Pad Weldment 
4 

25 111-00216-01 
 

Weld't, Inner Leg 2000-5000# 
4 

26 111-00234-01 
 

Ass'y, Inner Leg 2000-5000# 
4 

27 112-00151-00 
 

Ass'y, Corner Post A&C Canopy Stand 
2 

28 112-00152-00 
 

Ass'y, Corner Post B&D Canopy Stand 
2 

29 911-14201-00 
 

Canopy/Winch Insert, 38" 
1 

FREE STANDING CANOPY FRAME BILL OF MATERIALS 
LIFT P/N 512-50099-00 
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NO. PART NUMBER DESCRIPTION QUANTITY (PER INDIVIDUAL CORNER POST) 

27 112-00151-00 
 

Ass'y, Corner Post A&C Canopy Stand 
1 

1 001-26911-00 
 

Pin, Dowel 3/16" x 7/8" 
1 

2 001-26969-00 
 

Pin, Groove 5/32"x 1.125" Zinc 
1 

8 001-70861-00 
 

Nut, Nylock 5/16-18 - alum 
2 

9 001-71021-00 
 

FLAT WASHER, 1/2" 18-8 SS 
2 

11 001-71024-00 
 

Flat Washer, 5/8"x1.25"x.060 SS 
4 

12 001-74402-00 
 

CB, 5/16-18 x 3 1/2 ss 18-8 
2 

13 001-76069-00 
 

Flat Washer, 5/8 (Lift) nylon 
2 

19 002-00235-00 
 

Post, Corner .090" Wall - 89.5" 
1 

2 002-04314-00 
 

Bracket, Level Leg - 2.563" 
1 

20 007-05023-00 
 

Bevel Gear, Top 1:1 
1 

22 007-05079-01 
 

Screw, Bevel Gear Adjustment 
1 

23 007-15024-00 
 

Bevel Gear, Bottom (Fab) 
1 

25 111-00216-01 
 

Weld't, Inner Leg 2000-5000# 
1 

26 111-00234-01 
 

Ass'y, Inner Leg 2000-5000# 
1 

 
 
 
 
 

FREE STANDING CANOPY FRAME BILL OF MATERIALS 
P/N 512-50099-00 
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NO. PART NUMBER DESCRIPTION QUANTITY (PER INDIVIDUAL CORNER POST) 

28 112-00152-00 
 

Ass'y, Corner Post B&D Canopy Stand 
1 

1 001-26911-00 
 

Pin, Dowel 3/16" x 7/8" 
1 

2 001-26969-00 
 

Pin, Groove 5/32"x 1.125" Zinc 
1 

8 001-70861-00 
 

Nut, Nylock 5/16-18 - alum 
2 

9 001-71021-00 
 

FLAT WASHER, 1/2" 18-8 SS 
2 

11 001-71024-00 
 

Flat Washer, 5/8"x1.25"x.060 SS 
4 

12 001-74402-00 
 

CB, 5/16-18 x 3 1/2 ss 18-8 
2 

13 001-76069-00 
 

Flat Washer, 5/8 (Lift) Nylon 
2 

19 002-00235-00 
 

Post, Corner .090" Wall - 89.5" 
1 

2 002-04314-00 
 

Bracket, Level Leg - 2.563" 
1 

20 007-05023-00 
 

Bevel Gear, Top 1:1 
1 

22 007-05079-01 
 

Screw, Bevel Gear Adjustment 
1 

23 007-15024-00 
 

Bevel Gear, Bottom (Fab) 
1 

25 111-00216-01 
 

Weld't, Inner Leg 2000-5000# 
1 

26 111-00234-01 
 

Ass'y, Inner Leg 2000-5000# 
1 

 
 
 
 
 

FREE STANDING CANOPY FRAME BILL OF MATERIALS 
P/N 512-50099-00 
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FREE STANDING CANOPY FRAME EXPLODED VIEW MAIN 
P/N 512-50099-00 

VIEW 1 

VIEW 2 

VIEW 3 
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FREE STANDING CANOPY FRAME EXPLODED VIEW 1 & 2 
P/N 512-50099-00 
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FREE STANDING CANOPY FRAME EXPLODED VIEW 2 & 3 
P/N 512-50099-00 
 

VIEW 2 VIEW 3 
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NOTES 
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NOTES 
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