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GATE KEEPER INSTALLATION

PLEASE RETAIN THIS INSTRUCTION MANUAL FOR FUTURE REFERENCE

NOTE: READ THESE INSTRUCTIONS CAREFULLY 
AND COMPLETELY AND UNDERSTAND ALL  
ASSEMBLY AND ADJUSTMENT PROCEDURES 
PRIOR TO PERFORMING THE INSTALLATION 
AND MAKING ANY ADJUSTMENTS.

CAUTION: TAPE UTILIZES AN INDUSTRIAL GRADE 
ADHESIVE AND IS MEANT TO BE PERMANENT.



  
1. CLEAN RUNGS (8) WITH RUBBING ALCOHOL WHERE 
    TAPE WILL BE APPLIED. CAUTION: TAPE IS PERMANENT.

2. REMOVE BACKING & PLACE TAPE (8 PCS). APPLY PRESSURE. 

3. REMOVE (FRONT) BACKING ON TAPE. 

4. CLEAN PANEL WITH RUBBING ALCOHOL.

5. USING TWO PEOPLE, SLOWLY SQUARE & SET PANEL ON TAPE. 

6. IMPORTANT - MAKE SURE LATCH HANDLE SLOTS LINE 
    UP CORRECTLY

7. APPLY PRESSURE TO EACH (4) RUNGS TO SECURE ADHESIVE

8. REPEAT FOR ADDITIONAL PANELS. 
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